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WÖHLER    



	



Specifications:





Humidity:	0 to 100%





IR Temperature:	-40 to 932ºF / -40 to 500ºC


Air Temperature:	-4 to 122ºF / -20 to 50ºC





Dew Point:	-90.4 to 122ºF / -68 to 50ºC


Wet Bulb:	-6.9 to 122ºF / 22 to 50ºC





Emissivity:	Adjustable from 0.3 to 0.99


Distance/Target ratio:	8:1





Dimensions:	2.7 x 6.8 x 0.9in.  (W./H./D.)


Power:	4 disposable AAA
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IR Hygrotemp 24 


Digital Psychrometer and InfraRed Thermometer





5 measurements in 1 tool - for humidity, wet bulb, dew point, ambient and non-contact IR temperature 





Applications: 


mold inspection and remediation


monitor wet bulb, dew point, humidity and temperature in offices, factories, clean rooms, residences and greenhouses 


InfraRed surface temperature measurements in hard to reach areas such as heating and air conditioning ducts 


humidity monitoring in schools, offices and manufacturing or storage areas








Advantages:


three value display with backlight 


InfraRed thermometer with built-in laser pointer 


precise, retractable, humidity capacitance sensor 


low battery indicator and programmable auto power-off 


built-in RS-232 interface socket for capturing readings on a PC with optional RS232 connector and software  (p/n 6686)


comes complete with 4 AAA batteries and plastic carrying case











IR Hygrotemp 24	no. 6603


With humidity, wet bulb, dew point, ambient and non-contact IR temperature, RS232 connection, 


4 AAA batteries and carry case





RS232 Cable and


Software	no. 6686


RS232 cable with serial connector and interface software CD
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Designed solutions … professional grade instruments
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